
MATERIAL CERTIFICATION
Specification D-701

Pipe for Storm Drains and Culverts

AIRPORT NAME                                                                                                              

ASSOCIATED CITY                                                                                                              

PROJECT NO.                                                                                                              

CONTRACT NO.                                                                                                              

NAME OF SUPPLIER                                                                                                              

Materials Required Materials Covered by
This Project This Certification

PHYSICAL COMPONENT REQUIREMENT

PIPE

Zinc Coated Corrugated Steel Pipe, Type 1 or II ASTM A760

Galvanized Steel Corrugated Structural Plates &
Fasteners for Pipe, Pipe Arches and Arches ASTM A761

Precoated (Polymeric) Galvanized Steel Sewer
and Drainage Pipe ASTM A762

Vitrified Clay Pipe ASTM C700

Non-Reinforced Concrete Pipe ASTM C14

Reinforced Concrete Pipe ASTM C76

Reinforced Concrete D-Load Pipe ASTM C665

Reinforced Concrete Arch Pipe ASTM C506
Reinforced Concrete Elliptical Pipe ASTM C507

Precast Reinforced Concrete Box Sections ASTM C789 &
             ASTM C850

Bituminous-Coated Corrugated Steel
Pipe & Arches AASHTO M190

Corrugated Aluminum Alloy Culvert Pipe AASHTO M196

Bituminous-Coated Corrugated Aluminum
Alloy Culvert Pipe AASHTO M196 & M190
Bituminous-Coated Structural Plate Pipe,
Pipe Arch & Arches AASHTO M167 & M243

Aluminum Alloy Structural Plate for Pipe,
Pipe Arches & Arches AASHTO M219

Asbestos-Cement Storm Drain Pipe ASTM C663

Polyvinyl Chloride (PVC) Pipe ASTM D3034

Corrugated Polyethylene Drainage Tubing AASHTO M252

PIPE END SECTIONS ASTM C76, Class II
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RUBBER GASKETS

Rubber Gaskets for Rigid Pipe ASTM C443

Hard Grade Billet Steel AASHTO M31

Rubber Gaskets for PVC Pipe ASTM D1056

Rubber Gaskets for Zinc-Coated Steel Pipe
& Precoated Galvanized Pipe ASTM D1056

“RE” Closed Cell Grades

JOINT MORTAR

Portland Cement ASTM C150, Type I

Sand ASTM C144

JOINT FILLERS ASTM D1190

PLASTIC GASKETS AASHTO M196 (Type B)

COMPRESSION JOINT MATERIALS ASTM C425

The above noted materials being supplied for the subject project fully conform with Bureau of Aeronautics Standard Specification P-701, Pipe for
Storm Drains and Culverts.

                                                                                                                                                                       
Supplier Signature Name Typed or Printed Date

The above noted materials being supplied for the subject contract are approved for use.

                                                                                                                                                                        
Consultant Signature Name Typed or Printed Date

                                                                
Name of Consulting Firm


